DRiEAZ)) DEL MHORST MOISTURE DETECTION

Reliable information for better drying

Accurate moisture detection instruments help you make informed decisions about the restorative

drying process. In fact, knowing exactly where the moisture is and how much is critical for determining
which techniques, equipment and procedures will be most effective. Dri-Eaz is proud to partner with

GE Protimeter and Delmhorst Instrument Co. to provide the rugged, restoration-ready instruments

you need to assess moisture content quickly and precisely. GHOUD
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All Delmhorst
meters feature: G ST

» Rugged construction that ensures years of reliable use
» Sturdy shock-resistant plastic carrying case

» 9V battery

QuickNav
» 1yearno-hassle warranty !
» Plus, Delmhorst’s team of knowledgeable, -

accessible technicians are standing by, ready ./\

to offer technical assistance. And if service is &7
ever needed, Delmhorst offers quick turnaround
to get you back to work quickly.
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De\lf_elop_ed exclusively for !31]'(1'-\1Eaz_, the fast- Fast and accurate readings for the
acclimating easy-to-use QuickNav incorporates restoration professional

apinmode, ascanmode, anda thermo- The HT-4000 is Delmhorst’s premier thermo-

hygrometerinasingle ha_ndhel(:! U hygrometer - perfect for restoration contractors who
Instantly calculates dewpoint, grains per pound, ; :
: need a fast, accurate tool for locating and assessing
and vapor pressure. Package includes the : : ; 3
ickN - : 26.ES h moisture. Use with a moisture meter during the
e igease S drying process and sign off the job with confidence.

electrode, 21-E insulation electrode, 2-E short pin :
! i Detachable RH sensor allows for concrete testing.
electrode, and the exclusive 2-E/SPLIT electrode & ITEM #F464
» Latest thermo-hygrometer with increased speed

with alligator clips for checking under cabinets SR
uracy
and other hard to reach areas.
» Removable hygrometer probe & 30% larger display @ NAVIGATOR PRO RESTORATION

Thermo-hygrometer measures RH and temperature;
: calculategiew R GPPuand vaporpressl:jre S » Instantly calculates dew point, grains per PACKAGE (F462)

© HT-3000
The HT-3000 accurately measures
humidity and temperature and instantly
calculates grains per pound and dewpoint.
» Measures humidity and temperature
» Quickly calculates grains per pound and dewpoint

P o pound and vapor pressure The complete moisture measurement kit

»

hold f;atilrz bl : ing » ASTM F2170 compliant The Restoration Package includes everything the
fessional rest ds to detect, evaluate and

» Correction scales include wood and drywall ITEM #F472 upslatieia il de Srloa it il

monitor moisture. Kit includes the Navigator Pro meter,
ITEM #F471 three types of electrodes, Delmhorst’s PC/KIT software
0 TECHCHECK PLUS PACKAGE application program, connecting cable and the carrying

8 case - perfect for the restoration contractor.
Versatile dual-mode meter a

e : » Meter features pin and pinless modes
@ BD-2100 Tec.h SEELCLE DS ol el dual—m9de . » Built-in correction scales for drywall, concrete, and
moisture measurements at an economical price.

Versatility in a compact package e R e common wood species
Equipped with pin-type sensors, the BD-2100 can r?c IS e oL ec. g satonmac » Thermo-hygrometer and data log memory functions
be used to measure moisture in wood, drywall g el fest
; 201, » Versatile dual-mode instrument ITEM #F462
and non-wood materials. D b t05/16in.d
» Includes drywall percentage moisture content it Sf ps'/"s odpro e up to 5/16 in. deep or scan
scale - an exclusive Delmhorst feature. RO N aeen

e 4 - :
» Pin-type meter forwood, drywall and 2 Uset'rc]he . /:tm. 2tl !E:o Blobelrsiation
non-wood reference A LU

» Top mounted accessory port for
ITEM #F463 any Delmhorst accessory electrode.

; ITEM #F465
Dr_ Eaz also has avallable DRI-EAZ.COM

~ Delmbhors amme;probes

1 ‘and baseb’égd probes aswell '
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as a full array of replacement (
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